THE STEERING COLUMN POSITIONS THE STEERING WHEEL MOUNTING FACE 4" AWAY FROM DASHBOARD, BASED ON 3/4 DASHBOARD THICKNESS. FOR ADDITIONAL SIZES, HARDIN ALSO SELLS 137-9121 6" COLUMN AND 137-9122 8" COLUMN.

THE STEERING COLUMN BEZELS ALLOWS THE COLUMN TO BE USED UP TO A 1-1/2 THICK DASHBOARD.

STEERING WHEEL HUB IS THREADED FOR BOTH DINO & MOMO 6 BOLT HOLE PATTERNS. COLUMN COMES WITH (6)1/4-20 x 5/8 BUTTON HEAD CAP SCREWS FOR MOUNTING THE STEERING. THIS COLUMN CAN BE USED WITH OPTIONAL 137-9130 MOMO HORN BUTTON OR 137-9131 DINO HORN BUTTON.

KIT INCLUDES (4)3/8-16x2" SOCKET CAP SCREWS TO MOUNT COLUMN THROUGH THE DASH TO THE HYDRAULIC HELM. BECAUSE DASHBOARD SIZES VARY, PLEASE INSURE THE BOLTS DO NOT BOTTOM OUT INTO THE HYDRAULIC HELM. HELM NEEDS TO BE SECURELY FASTENED AGAINST COLUMN.

THESE DIMENSIONS ARE THE REQUIRED DEPTH NEEDED BEHIND THE DASHBOARD FOR PROPER INSTALLATION WITH HARDIN HYDRAULIC HELMS.

137-9145 SINGLE RAM HELM: 5-1/2"
137-9146 DUAL RAM HELM: 5-13/16"
137-9147 QUAD RAM HELM: 6-5/16"

STANDARD DIMENSIONS ARE THE REQUIRED DEPTH NEEDED BEHIND THE DASHBOARD FOR PROPER INSTALLATION WITH HARDIN HYDRAULIC HELMS.
0 DEGREES.
Picture Below or AT Any
INSTALL THE HELM LIKE
DASHBOARD. THIS WILL
CUT OUT AND TAPE TO
DRILL TEMPLATE:


torque to 30-35 ft. lb.

apply red locate and

apply anti-rotate

mounting face

steering wheel

torque to 120-125 in. lb.

torque to 50 ft. lb.

to cylinders - right

to cylinders - left

return to power

pump - high pressure

from power steering

power

separately helm sold

control

steering power

www.hardinmarine.com

west coast 707-585-9006
east coast 386-445-2500
har din marine tech line:

hardin marine

part number: 137-9120

item qty: part no description

har din marine

mat ria l steering column w/ 4" wheel adapter

description

mat ria l steering column - material

1 137-9120 (2) 007-0200 hscw - ss - 1/8"-16 x2

2 1 137-9124 adapter 4" steering wheel - material

1 6 8002502842 sccw - bbcs - ss - 1/4" x8